
HHooww  ttoo  sseett  uupp  tthhee  SSeeccuurreedd  WWiirreelleessss  CCoonnnneecctt iioonn  uussiinngg    
WWPPSS  ((WWii--FFii   PPrrootteecctteedd  SSeettuupp)) 

 
  

  

TThhiiss  FFAAQQ  aappppll iieess  ttoo  tthhee  ffooll lloowwiinngg  mmooddeellss::   
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IInnttrroodduucctt iioonn::                                                   

The research indicates that 43% of Wi-Fi users found that installing security 

on a home Wi-Fi network moderately-to-very difficult (Wi-Fi Alliance/Kelton 

Research, 2006). To make the wireless security setup as easy as pushing a 

button , the IEEE rolled out the wireless standard , WPS (short for Wi-Fi 

Protected Setup) as the most recent standard to reach this goal among different 

vendors in Jan 2007. 

The following will introduce how Edimax help the user to set up the wireless 

security based on this WPA standard. 

 

SStteepp  bbyy  SStteepp:: 
 

Step 1 : Seperate the IP address of the 3 APs. In this example,  
       we set the AP-1 as 192.168.2.1,  

AP-2 as 192.168.2.2 
AP-3 as 192.168.2.3 

 

Step 2 : Write down the MAC addres of the 3 APs 
In this example, the MAC addresses for the 3 APs are: 

            AP-1 = 112233445561 
            AP-2 = 112233445562 
            AP-3 = 112233445563 
 
Step 3 : Set up WDS between AP-1 and AP-2 
          In the AP-1 : http://192.168.2.1 setup page. 
         (3.1). Turn to the configuration page: 
                                    /”Wireless”/Basic Setting 
         (3.2). Change the Mode to “AP Bridge-WDS”. 
         (3.3). Enter the MAC address of the AP-2 (112233445562) in  
              “MAC address 1” box. 
         (3.4). Click “Apply”. 



 
(3.5). Click “ Apply ” to take the above settings into effect. 

 
 

 
In the AP-2 : http://192.168.2.2 setup page 

    (3.6). Turn to configuration page:            
                         /”Wireless”/Basic Setting 
    (3.7). Change the Mode to “AP Bridge-WDS”. 
    (3.8). Enter the MAC address of the AP-1(112233445561) in  
         “MAC address 1” box. 
    (3.9). Click “Apply”.  



 
 (3.10) . Click “ Apply ” to take the above settings into effect.   

 
 

At this stage, the WDS between AP-1 and AP-2 is ok. The PC A,B,C and D  
are now linked. 

 

 

Step 4 : Set up WDS between AP-1 and AP-3 
In the AP-1 : http://192.168.2.1 setup page. 

        (4.1). Turn to the configuration page: 
                                  /”Wireless”/Basic Setting 
        (4.2). Change the Mode to “AP Bridge-WDS”. 
        (4.3). Enter the MAC address of the AP-3 (112233445563) in  
             “MAC address 2” box. 
        (4.4). Click “Apply”. 



 
(4.5) . Click “ Apply ” to take the above settings into effect.    

 
 

 

 
In the AP-3 : http://192.168.2.3 setup page 

    (4.6). Turn to configuration page:            
                            /”Wireless”/Basic Setting 
    (4.7). Change the Mode to “AP Bridge-WDS”. 
    (4.8). Enter the MAC address of the AP-1(112233445561) in  
         “MAC address 1” box. 
    (4.9). Click “Apply”.  



 

(4.10) . Click “ Apply ” to take the above settings into effect.  

 
 

 

All WDS settings required for AP-1, AP-2 and AP-3 
are complete. Please check whether wired PC A, C, 

E and wireless PC B, D and F are linked together and can access 
the Internet. 
 

 


