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How to configure PS-1206XXg wireless series to
connect with an Access Point.

This FAQ is applied to the below Edimax model and operation systems:
@ PS-1206UWg, PS-1206MFG, PS-1206PWg

@ All Operation System with standard Internet browser, like IE or Firefox.

Introduction:
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The wired PC-A can communicate
with PS-1206UWg wireless
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Configuration steps:

1. The default IP address of the wireless print server is 192.168.2.2
please assign a fixed IP address, e.g 192.168.2.10 to PC-A. And connect
PC-A with PS-1206UWg using a network cable as shown in the Figure-2.
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2. Continue the configuration steps in the PS-1206UWg web
management Interface, by going to http://192.168.2.2.

@ http://192.168.2.2
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PS-1206UWg
192.168.2.10

192.168.2.2

Connect to 192.168.2.2

Default password: 1234

User name: } | admin v

Password: |_

[ OK ][ Cancel

1234

2.2 Change the IP address of PS-1206UWg to the desirable IP,
192.168.1.5 for example.
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Confignre TCP/IP settings for the print server.
TCP/P Settings

(O Enable Obtain TCP/IP settings autoratically (use DHCPIBOOTF)
(& Disable Use the following TCPAP settings

IP Address 192.168.1.5 e

Subnet Mask - 25525652550
Gateway | 0000
* NetWare Print Server DHCP Server : Disable v
« AppleTalk
« Save Setting
)

Click "Save" to continue,

Click “Save” to save the new IP address, 192.168.1.5 into the



PS-1206UWg. The print server till reboot.
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Configure SMB settings for the print server.

SMB Configure

SMB Enable : | Enable w

) SMB Group Name : |WORKGROUP

« TCP/IP
SMB Next

« SNMP Click "Save" to continue,
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« AppleTalk

+ Save Settin
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Microsoft Internet Explorer @

osoft Internet Explorer

? Would you like to save settings and reboot? 1 Press OF to restart|
L

Lox J[ concel ]

Please wait while it restarts,

rusuft Internet Explorer @

L) "j Rebook process is complete,
L

At this stage, the IP address of PS-1206UWg turns to 192.168.1.5.
Please change the IP address of the PC-A to 192.168.1.100 as shown in
Figure-3 and Figure-4.
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Now we are going to configure the PS-1206UWg in order to connect
with the AP-1. Select the desirable AP, in this case, we select AP-1.

* Wireless Setting WLAN Function:

--Site ¢ ey

T SSID BSSID Channel Type Encrypt Select

Sl AP-1 00:11:ac:22:04:03 11 Infra  Open
« SNMP

# NetWare

« AppleTalk (_Refresh ) ( Next ) (_ Apply 1)

« Save Setting
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Scan wireless network for print server or IBSS

fting Wireless Site Survey
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Scan wireless network for print server or IBSS
Wireless Site Survey
WLAN Function:

= SSID BSSID Channel Type Encrypt Select

g AP-1 00:11:ac:22:04:03 11 Infra Open
+ SNMP

* NetWare

= AppleTalk E L. Refl"a-sh_) (."’—"1) QPW_)
|

* Save Setting

2.5 Unplug the network cable of the PC-A which is connected to the
PS-1206UWg. Now all the settings are complete. PC-A is able to
connect with the PS-1206UWg as shown in the Figure-1.
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